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Castillo / 007.BL.07703 Product Color / Urlin Renk
Power / Order Code / ) Limen Tg=50°
Gl¢ @il Siparis Kodu INERRIY Limen - -
15W CRI>80 | O07.BL.07703.(.). (..). (.) 2700K 1070 White = 01 Light Gray = 04 Textured Metalic Black = 03
Dark Gray = 05
3000K 1092
3500K 114
4000K 1136
120° Gamma Angles 180° 120°
5000K 1159 5
6500K X 1050 150 10 5
o)
* Code example / Kod 6rnegi: B %0° ®
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007.BL.07703. 15 .827. 01 h S
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60° i 60°
1- Product code / Armatir kodu
2- Power / Glg bso
3- CRI/ Kelvin P 450
4- Colour / Uriin renk i
cd/kim .
- — - F— Symmetrical
Description Technical details
Corrosion resistant aluminum body Korozyona dayanili alu. gévde Module luminous efficiency : 121 Im/W Modul verimliligi : 121 Im/W
Tempered glass diffuser Tamperli cam Lum. luminous efficiency : 73 Im/W Armatdr verimliligi : 73 Im/W
Galvanized steel flange Galvaniz gelik flang CCT : 2700K - 3000K - 4000K - 6500K CCT : 2700K - 4000K - 6500K
Mechanical impact resistance IKO8 IKO8 mekanik korumali Input Voltage : 220-240(V) 50-60(Hz) 220-240V 50-60Hz enerji girisli
Protection Grade IP66 IP66 Koruma Sinifli Control Systems: On/Off - DALI Kontrol Sistemi : On/Off - DALI
Chromate conversion pretreatment Kromatli ylzey 6n temizleme Color Rendering Index : >80 Renk Geri verimi : >80
Electrostatic powder coating Elektrostatik toz boyall Life Time - L70 : > 72.000 hrs Ta= 45°C .70 Omir : >72.000 Saat Ta=45°C
Stainless steel screws (grade 304) TUm baglanti elemanlari paslanmaz Operating Temp. Range : -20°C/+45°C Qalisma Ortam Sicakligi : -20°C/+45°C
Electrical installation Class | Elektriksel baglanti Class |
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