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Maintenance / Bakim

Easy clips system with no tool requirement ease the maintenance process in
Solemar.

Klips sistemi sayesinde Solemar'a ariza durumunda kolayca mtdahele edilebilir.

Ordering Code Example / Siparis Kodu Ornegi

* Code example / Kod 6rnegi:

007.ST.07930. 30 . 740. 05

S Oy
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1- Product code / Armatir kodu

2- Power / Glg

3- CRI/ Kelvin

4- Colour / Uriin renk
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Solemar Mini

Solemar Mini / 007.ST.07930

System Power / Sistem Giicii 30W o . W TR ‘ o
s - I 4 90° =, 90°
Lumen Output from Fixture / Armatir Cikis Limeni CRI>70 4000K 4470Im g O O ] 750 [ N7 750
Pole Distance / Direk Acikligi (a) 16m o0 X /TS e
Pole Height / Direk Yuksekligi (h) 4m As X & 45
|
Road Width / Yol Genisligi (L) 6m -
Lighting Class / Aydinlatma Sinifi T
30° 15° 0° i 15° 30°

Optic Type / Optik Tipi : Maximizing pole distance / Maksimum direk aralig

cd/kim
——C0-C180 ——C90-C270 n=100%
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Product Data / Armatir Data @

Item No / Uriin Kod 007.ST.07930.30.740.05 'E

Family Name / Aile Adi Solemar Mini =
3

Material / Malzeme Die-Cast Aluminium / Aluminyum Enjeksiyon B.I

Lifetime LED / LED Omrii L70/ B50 50000 h ©
[0)

Optic / Optik Asymmetric Streetlight LENS / Asimetrik Sokak Aydinlatma Lensi E

Luminaire Maximum Power / Armatir Maksimum Gi¢ 30W

Number of LEDs / Led Sayisi 108

PCB / Devre 2482P

LED Type / Led Tipi 3535

CRI 70

Ambient Working Temperature / Calisma Sicakligi -20°C / +50°C

Protection Rating / Koruma IP66

EN TR

- Street lighting system for use with LEDs. - LED'li sokak aydinlatma armatUrd.

- Corrosion resistant die-cast aluminium body.
- Silicon gasket.

— All exterior parts are stainless steel.

- Tempered safety glass.

- Korozyona dayanikli aluminyum enjeksiyon gdvde.

- Silikon contall.

- Disarda kalan tim metal pargalar paslanmaz celikten.
- Tamperli cam.

- 10KV guctnde gerilim koruyucu entegre edilebilir.

- 220-240V / 50-60Hz enerji girigli.

- Akill sogutma tasarimi.

- YUksek aydinlatma konforu.

- Renk toleransi max. 3 SDCM.

- Watt segimine gore 4-6mt direk yUksekliklerinde kullanima uygundur.

- Konsol i¢ capl @42 - @63mm arasi uyumludur.

- 149Im/W'a kadar ulasan verimli yapi.

- Astro dim segenegdi mevcuttur.

- Alternatif olarak hareket sensort entegre edilebilir.

- Standart 4000K isik renginin yaninda alternatif olarak 2700K, 3000K,
3500K, 5000K ve 6500K segenekleri de mevcuttur.

- Optionally 10KV surge protector can be integrated.

- Mains voltage: 220-240V / 50-60Hz.

- Clever thermal design.

- High visual comfort.

- Colour tolerance max. 3 SDCM.

- Recomended mounting height 4-6mt depending on wattage
selection.

- Pole-top installation on poles with ending part from @42 to @63mm.

- High efficiency up to 149Im/W.

- Astro dim option available upon request.

- Motion sensor can be integrated optionally.

— Apart from standart 4000K, 2700K, 3000K, 3500K, 5000K and 6500K
CCT options are also available.

Application Notice / Uygulama Notu

Solemar Mini is mainly suitable for installation in
medium traffic streets and pedesterian roads. High
efficient optical structure enables up to 16mt pole
spacing in a 6mt width standart street.

Solemar Mini orta trafik yogunluguna sahip cadde
ve yaya yollarinda tercih edilmektedir. Yuksek verimli
optik yapisi sayesinde standart 6mt geniglige sahip
yollarda 16mt'ye kadar direk araligini mtmkun kilar.
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