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Beam Angle: 60° 15W COB LED

800

1200

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°
Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 52.6°)

E(0°)
E(C0) 26.3°

8166
2956

E(0°)
E(C0) 26.3°

2042
739

E(0°)
E(C0) 26.3°

907
328

E(0°)
E(C0) 26.3°

510
185

E(0°)
E(C0) 26.3°

327
118

E(0°)
E(C0) 26.3°

227
82

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.49

0.99

1.48

1.98

2.47

2.97

I01.MLS.14025

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 48.4°)

E(0°)
E(C0) 24.2°

15536
5960

E(0°)
E(C0) 24.2°

3884
1490

E(0°)
E(C0) 24.2°

1726
662

E(0°)
E(C0) 24.2°

971
373

E(0°)
E(C0) 24.2°

621
238

E(0°)
E(C0) 24.2°

432
166

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.45

0.90

1.35

1.80

2.25

2.70

Beam Angle: 48° 20W COB LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

800

1200

2000

3000

4000

5000

Beam Angle: 23° 20W COB LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

E(0°)
E(C0) 11.4°

42876
20518

E(0°)
E(C0) 11.4°

10719
5129

E(0°)
E(C0) 11.4°

4764
2280

E(0°)
E(C0) 11.4°

2680
1282

E(0°)
E(C0) 11.4°

1715
821

E(0°)
E(C0) 11.4°

1191
570

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.20

0.40

0.60

0.81

1.01

1.21
Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 22.8°)

E(0°)
E(C0) 17.4°

23478
10321

E(0°)
E(C0) 17.4°

5870
2580

E(0°)
E(C0) 17.4°

2609
1147

E(0°)
E(C0) 17.4°

1467
645

E(0°)
E(C0) 17.4°

939
413

E(0°)
E(C0) 17.4°

652
287

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.31 

0.63 

0.94 

1.25 

1.57 

1.88 
Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 34.8°)

800

1200

1600

2000

Beam Angle: 35° 20W COB LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°


